
Delta® Commercial Generator Sizing
  Follow the steps below to select the proper Delta® Commercial Steam Generator for your steam room.

STEP 1: MEASURE THEN MULTIPLY the Length x Width x Height (in feet) of the steam enclosure to determine cubic footage.

• Generator voltage must match existing local utilities (208, 240, or 480 Volts). 

• For optimum performance, ceiling height should not exceed 8 feet (10 feet max).

• *90°C copper wire required for connection to generator.

kW Adjusted Room 
Volume Range Model Number Electrical Dimensions 

(LxWxH) Weight

Volts Phase Amps
Breaker 
Size*

9 0-400

5COM09-PAC-609-240-01 240 1 38 50

21" x 19" x 25" 200 lbs
5COM09-PAC-609-208-01 208 1 43 60

5COM09-PAC-609-240-03 240 3 22 30

5COM09-PAC-609-208-03 208 3 25 35

12 401-500

5COM12-PAC-612-240-01 240 1 50 70

21" x 19" x 25" 200 lbs
5COM12-PAC-612-208-01 208 1 58 80

5COM12-PAC-612-208-03 208 3 33 45

5COM12-PAC-612-480-03 480 3 15 20

15 501-620

5COM15-PAC-615-240-01 240 1 63 80

21" x 19" x 25" 200 lbs
5COM15-PAC-615-208-01 208 1 72 90

5COM15-PAC-615-208-03 208 3 42 60

5COM15-PAC-615-480-03 480 3 18 25

18 621-740

5COM18-PAC-618-240-01 240 1 75 100

21" x 19" x 25" 200 lbs
5COM18-PAC-618-240-03 240 3 43 60

5COM18-PAC-618-208-03 208 3 50 70

5COM18-PAC-618-480-03 480 3 22 30

24 741-1000

5COM24-PAC-624-240-01 240 1 100 125

21" x 19" x 25" 200 lbs

5COM24-PAC-624-208-01 208 1 115 150

5COM24-PAC-624-240-03 240 3 58 80

5COM24-PAC-624-208-03 208 3 67 90

5COM24-PAC-624-480-03 480 3 29 40

30 1001-1250

5COM30-PAC-630-240-03 240 3 72 90

39" x 22" x 28" 300 lbs5COM30-PAC-630-208-03 208 3 84 110

5COM30-PAC-630-480-03 480 3 36 45

36 1251-1500

5COM36-PAC-636-240-03 240 3 87 110

39" x 22" x 28" 300 lbs5COM36-PAC-636-208-03 208 3 100 125

5COM36-PAC-636-480-03 480 3 44 60

48 1501-2000

5COM48-PAC-648-240-03 240 3 116 150

39" x 22" x 28" 300 lbs5COM48-PAC-648-208-03 208 3 133 175

5COM48-PAC-648-480-03 480 3 58 80

For more information or questions, please contact Delta Steam Customer Service: 800-394-6478.


